




























































1000V

600V

160V

2

170-900V

180-800V

2×30A/2×30A

18kW

4

26A/26A

32A/32A

ASG-12TL-ZH

30A/30A

CAN/RS485

Self-adaption to BMS

Li-ion

22.5kW

4

36A/36A

45A/45A

ASG-15TL-ZH

30kW

4

36A/36A

45A/45A

2×30A/2×30A

ASG-20TL-ZH
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7 TECHNICAL PARAMETER

7.5kW

2

16A/16A

20A/20A

1000V

600V

170-900V

180-800V

30A/30A

CAN/RS485

Self-adaption to BMS

Li-ion

ASG-5TL-ZH

9kW

2

16A/16A

20A/20A

ASG-6TL-ZH

12kW

4

26A/26A

32A/32A

ASG-8TL-ZH

15kW

4

26A/26A

32A/32A

ASG-10TL-ZH

2

Input DC

Max.input voltage

Max.input power

Rated voltage

Max.input 
strings number

Max.short 
circuit current 

Max.input current

Input Battery

Model

Start-up voltage

Battery Voltage Range

Charging Strategy for Li-Ion Battery

Communication

Battery type

Max.charge/discharge current

1Number of battery input channels 1 2 2Number of battery input channels

MPPT number

MPPT voltage range

Input DC

Max.input voltage

Max.input power

Rated voltage

Max.input 
strings number

Max.short 
circuit current 

Max.input current

Input Battery

Model

Start-up voltage

Battery Voltage Range

Charging Strategy for Li-Ion Battery

Communication

Battery type

Max.charge/discharge current

MPPT number

MPPT voltage range

160V



165-288V(Phase voltage),286-498V(Line voltage)

220V/380V,230V/400V,3/N/PE

50/60Hz

>0.99 (0.8 leading...0.8 lagging)

<3%

<10ms

220V/380V,230V/400V,3/N/PE

50/60Hz

220V/380V,230V/400V,3/N/PE

50/60Hz

<2%

Output AC (Grid side)

Rated output power

Max.apparent 
output power

Grid voltage range

Rated grid voltage

Rated grid frequency

Power Factor

Max.output current

THDi

Input AC (Grid side)

Rated input power

Max.input power

Rated input voltage

Rated input frequency

Max.apparent 
input power

Output AC (Back-up)

Rated output power

Max.output current

Rated output voltage

Rated frequency

THDv

Back-up switch time

Max.input current

Model

5kW

5kVA

11.4A

5kW

10kVA

10kW

5kW

15.2A

7.6A

ASG-5TL-ZH

6kW

6kVA

13.6A

6kW

12kVA

12kW

6kW

18.2A

9.1A

ASG-6TL-ZH

8kW

8kVA

18.2A 

8kW

16kVA

16kW

8kW

24.2A

12.1A

ASG-8TL-ZH

10kW

10kVA

22.7A

10kW

20kW

20kVA

10kW

30.3A

15.2A

ASG-10TL-ZH

15kW

15kVA

34.1A

15kW

30kVA

30kW

15kW

45.5A

22.7A

ASG-15TL-ZH

12kW

12kVA

27.3A

12kW

24kVA

24kW

12kW

36.4A

18.2A

ASG-12TL-ZH

20kW

20kVA

45.5A

20kW

30kW

30kVA

20kW

45.5A

30.3A

ASG-20TL-ZH
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Output AC (Grid side)

Rated output power

Max.apparent 
output power

Grid voltage range

Rated grid voltage

Rated grid frequency

Power Factor

Max.output current

THDi

Input AC (Grid side)

Rated input power

Max.input power

Rated input voltage

Rated input frequency

Max.apparent 
input power

Output AC (Back-up)

Rated output power

Max.output current

Rated output voltage

Rated frequency

THDv

Back-up switch time

Max.input current

Model

165-288V(Phase voltage),286-498V(Line voltage)

220V/380V,230V/400V,3/N/PE

50/60Hz

>0.99 (0.8 leading...0.8 lagging)

<3%

<10ms

220V/380V,230V/400V,3/N/PE

50/60Hz

220V/380V,230V/400V,3/N/PE

50/60Hz

<2%







By default, the inverters are in standalone mode. To use them in parallel, set all 
inverters to the parallel mode.

a. Enter parallel parameters. Make sure that the parallel bus of the collector is 
    connected, open the mobile phone APP "AUXSOL", enter the "My -Tools - near 
    debugging", and click "Parallel Parameters" at the top of the screen to enter the 
    parameter setting page.
b. User authentication. User authentication Select "Installer", password: 888888.

a. Go to the Quick Settings page. After entering the parallel parameters page, click "Confirm" to 
    enter the quick setting.
b. In "Quick Settings-Special Parameters" (STEP 2 OF 5).
c. Set "Off-grid Output Mode" to "Parallel". 
d. In the "Quick Settings-Confirm Settings" (STEP 4 OF 5), confirm that the "off-grid 
    output mode" is set to "parallel",and then click "Next" to complete the following operations as 
    prompted to achieve the parallel mode setting.

a b

a b c d

2.2 Set the parallel mode

2.2.1 Enter parallel parameter Settings

2.2.2 Set the parallel mode
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